SPARPAN

SP-FSSOO0W

FOLLOWSPOT

DIMENSION & NET WEIGHT

* Net Weight: 15Kg(without stander)
e Fixture Dimension:
L600xW280xH200(mm)

CONTROL

LIGHT SOURCE & LIFE LAMP

e Control Mode : Control panel with
bottoms & faders

e Dart Distance: 200m

e Iris: 5-100% linearly adjustable

e Cooling: Forced air cooling

e Protect Grade: IP20,0overheating and

overvoltage protection

e Power Supply : AC90-240V,50/60Hz

e Power :550W

e Light Source :LED lamp400W,
CT:7500K

EFFECT

e Zoom 15°~50°

e Focus manual + electric integrated
focus

e Dimming 4 types of dimming
curves
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	FOLLOWSPOT
	DIMENSION & NET WEIGHT
	Net Weight: 15Kg(without stander)
	Fixture Dimension: L600×W280×H200(mm)

	CONTROL
	Control Mode : Control panel with bottoms & faders
	Dart Distance: 200m
	Iris: 5-100% linearly adjustable
	Cooling: Forced air cooling
	Protect Grade: IP20,overheating and overvoltage protection

	LIGHT SOURCE & LIFE LAMP
	Power Supply : AC90-240V,50/60Hz
	Power : 550W
	Light Source :LED lamp400W, CT:7500K

	EFFECT
	Zoom 15°~50°
	Focus manual + electric integrated focus
	Dimming 4 types of dimming curves
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