SPARUPAN

SP-XBLAZE

120W

LASER

SPECIFICATION

e Red:30W (638nm)

e Green: 40W (525nm)

e Blue: 50W (465nm)

e Scanning Speed & Angel: 20K +20°

e Size:860mm x 670mm x 500mm
 Weight: 130Kg

e Control software: Pangolin,Built-in FB4
e Beam diameter: 1014mm

e Beam divergence(full angle): 1.2mRad
e Power consumption: Max.600W

e Interface: Ethernet RI-45(PC),ILDA in/out
e DMX Channels:16 /39 Channels

e Others: ILDA Built-in SD
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	SP-XBLAZE 120W
	LASER
	SPECIFICATION
	Red: 30W (638nm)
	Green: 40W (525nm)
	Blue: 50W (465nm)
	Scanning Speed & Angel: 20K ±20º
	Size : 860mm x 670mm x 500mm
	Weight: 130Kg
	Control software: Pangolin,Built-in FB4
	Beam diameter: 10*14mm
	Beam divergence(full angle): 1.2mRad
	Power consumption: Max.600W
	Interface: Ethernet RJ-45(PC),ILDA in/out
	DMX Channels: 16 / 39 Channels
	Others: ILDA Built-in SD
	No. 16, Jalan Budiman, Budiman Business Park, 43000 Kajang, Selangor, Malaysia
	+6016-446-5555
	Follow us on:
	www.spartanlightings.com





